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Brick Crosswalk Rep lacement  
 

Pawnee & Meridian  Stamped colored concrete (typical) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

aŀƴȅ ƻŦ ǘƘŜ /ƛǘȅΩǎ ƻƭŘŜǊ ōǊƛŎƪ ŎǊƻǎǎǿŀƭƪǎ ǎǳŦŦŜǊ ŦǊƻƳ ǎƛƎƴƛŦƛŎŀƴǘΣ ǊŜŎǳǊǊƛƴƎ ŘŜǘŜǊƛƻǊŀǘƛƻƴΦ  Lƴ ƻǊŘŜǊ ǘƻ ǎǘŜƳ ǘƘŜ ǘƛŘŜΣ t²ϧ¦ proposes piloting replacement of 

a select few with stamped colored concrete.  Concrete is less susceptible to displacement than brick, and boasts an expected useful service life up to four 

times as long. 
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Crack Seal 
 
Before After 

 

ά/ǊŀŎƪ {Ŝŀƭέ ƛǎ ŀƴ ŀǇǇƭƛŎŀǘƛƻƴ ƻŦ Ƙƻǘ ƭƛǉǳƛŘ ǊǳōōŜǊƛȊŜŘ ŀǎǇƘŀƭǘ ƳŀǘŜǊƛŀƭ ǇƭŀŎŜŘ ƛƴǘƻ ƻǊ ŀōƻǾŜ ƳƻŘŜǊŀǘŜƭȅ ǎƛȊŜŘ ǇŀǾŜƳŜƴǘ ŎǊŀŎƪs. The treatment is used to 

prevent moisture infiltration in order to mitigate the occurrence of further distresses and reinforce the adjacent pavement. 
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Concrete Repair  
 
Before After 

 
ά/ƻƴŎǊŜǘŜ ǊŜǇŀƛǊέ ƛƴŎƭǳŘŜǎ ǘƘŜ ǎǘǊŀǘŜƎƛŎ Ŧǳƭƭ-depth removal and replacement of concrete pavement, in order to address myriad pavement distresses, 
including spalling and pop-outs.  
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Micro Surfacing Seal  
 
Before After 

 
A άƳƛŎǊƻ ǎǳǊŦŀŎƛƴƎ ǎŜŀƭέ ƛǎ ŀ ƳƛȄǘǳǊŜ ƻŦ ǊŜƭŀǘƛǾŜƭȅ ƭŀǊƎŜ ŀƎƎǊŜƎŀǘŜΣ ǇƻƭȅƳŜǊ ƳƻŘƛŦƛŜŘ ŜƳǳƭǎƛƻƴΣ ƳƛƴŜǊŀƭ ŦƛƭƭŜǊ ŀƴŘ ŀŘŘƛǘƛǾŜǎ that are combined and applied to 
an existing pavement using a specialized mixing and paving machine. The treatment is used to reduce water penetration, correct minor surface irregularities, 
improve aesthetics and extend the useful life of underlying pavement. 
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Preservative Seal  
 
Before After 

 
! άǇǊŜǎŜǊǾŀǘƛǾŜ ǎŜŀƭέ Ŏƻƴǎƛǎǘǎ ƻŦ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƻŦ ŀƴ ŜƳǳƭǎƛƻƴ ǎǇŜŎƛŀƭƭȅ ŦƻǊƳǳƭŀǘŜŘ to penetrate, restore and preserve existing asphalt binders. By keeping 

the pavement flexible, it serves to seal against water intrusion, inhibit oxidation and improve aggregate retention. 

 

 

 

 

 

 

 


